
For use on top of the 
Watch TR Cabin 

Type No. 24846L - CCA

For use on top of the 
Watch TR Cabin 

Type No. 24846L - CCA 2

For use on top 
of the Watch 
TR Cabin with
Distance piece 

Type No. 24846L - DP

For use inside the 
Watch TR Cabin 

Type No. 24846L - TS

Search Light with 
Motorised operating system
Type No. 24846L - MSL

Search Light with 
Motorised operating system
Type No. 24846L - MSL 2
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Sigma SearchLights Ltd.

Our Products are designed to meet 
specific Customer end use requirements

Security Light for use inside the watch cabin - High Intensity, long range, weather, dust and vermin proof 
Security Search light complete with aluminum body having high conductivity heat sinks, toughened glass 
cover with rubber gasket held in position with help of cast aluminum retaining ring. The light would be 
complete with long beam LEDs and suitable electronic driver. The search light would be supplied with 230 V 
350W Long Range LED & its control gear in cast aluminum housing. The search light fitting would be 
suitable for installing inside the watch tower cabin with manual arrangement for both vertical & horizontal 
operational control. The search light would be supplied with 1 metre tripod stand with castrol wheels for ease 
of movement inside the tower cabin.  Sigma Type No. 24846L - TS

Security Light for use inside the watch cabin - High Intensity, long range, weather, dust and vermin proof 
Security Search light complete with aluminum body having high conductivity heat sinks, toughened glass 
cover with rubber gasket held in position with help of cast aluminum retaining ring. The light would be 
complete with long beam LEDs and suitable electronic driver. The search light fitting would be suitable for 
installing on the roof of the watch tower cabin with arrangement for both vertical & horizontal operational 
control from inside the cabin. The search light would be supplied with  & its 230 V 350W Long Range LED
control gear in cast aluminum housing.   Sigma Type No. 24846L - CCA

Same as above but with 2 number 350W Long Range LED lights. Sigma Type No. 24846L - CCA 2

Security Light for use on top of the watch cabin with distance piece  - High Intensity, long range, weather, 
dust and vermin proof  complete with aluminum body having high conductivity heat Security Search light
sinks, toughened glass cover with rubber gasket held in position with help of cast aluminum retaining ring. 
The light would be complete with long beam LEDs and suitable electronic driver. The search light fitting 
would be suitable for installing on the roof of the watch tower cabin with arrangement for both vertical & 
horizontal operational control from inside the cabin. The search light would be supplied with a distance piece 
of 1 metre for enabling the operator to see close to the watch tower also. The search light would be supplied 
with  & its control gear in cast aluminum housing. 230 V 350W Long Range LED Sigma Type No. 24846L – 
DP

Security Search Light with motorized system - High Intensity, long range, weather, dust and vermin proof 
Security Search light complete with aluminum body having high conductivity heat sinks, toughened glass 
cover with rubber gasket held in position with help of cast aluminum retaining ring. The light would be 
complete with long beam LEDs and suitable electronic driver. The search light fitting would be suitable for 
installing on the roof of the watch tower cabin. The search light would be swiveling type & have both vertical 
& horizontal operational controls with the help of remote control unit with suitable control cables. The Search 
light would be supplied with  & its control gear in cast aluminum housing. 230 V 350W Long Range LED
Sigma Type No. 24846L - MSL

Same as above but with 2 number 350W Long Range LED lights. Sigma Type No. 24846L - MSL 2


